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Spleißkassetten etc. 

Cletop-Kassette
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OSK-01
Splice Tool Kit

Description 

The Splice Tool Kit contains all the 
necessary tools required for field optical fusion 
splicing in a rugged carrying case. The durable 
carrying case features separate compartments 
for organizing tools and consumables. Custom 
field kits can be designed to meet specific 
customer requirements. 

Standard Tools 

Universal Miller stripper 
offers the Miller Stripper as an easy to use single 
fiber mechanical stripper. It is applicable for both 250 µm 
coated fiber and 900 µm jacketed tight buffered pigtails. 

Pliers
A universal tool for general use. 

Kevlar cutter 
The kevlar cutter provides high leverage shear cuts with 
ease. The intensely heated high carbon steel contains a 
quick action spring response making cutting quick and easy.

Round cable slitter 
A precision tool that is capable of precisely cutting into the 
protective outer jacket. 
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Schrumpfspleißschutz

� Standard Sleeves meet Bellcore GR-1380 
� Heat bonded assembly 
� Outer tube meets MIL-I-23053/5 Class 2 
� Choice of lengths 
� Choice of diameters 
� Ribbon fiber sleeves 

P-A-60
P-A-40

Standard Sleeve (3.0 mm after shrink) 
This sleeve design represents the industry's most reliable, highest quality sleeve at an economical 
price. Standard lengths include 60 mm and 40 mm. 

P-B-60 
P-B-40 

Slim Sleeve (2.5 mm after shrink)
These sleeves use reduced diameter components for a smaller finished product. The smaller diameter 
allows users to fit more splices in existing splice trays. 

P-C-40
P-C-25

Mini Sleeve (2.0 mm after shrink)
Mini sleeves are designed to fit smaller width splice trays while still accommodating both 250 µm and 
900 µm fibers. 

P-D-40
P-D-25

Micro Sleeve (1.6 mm after shrink)
Micro sleeves are designed for use in splitter and coupler packages. Made for only 250 µm fiber. 

Crimpspleißschutz

Bändchenschrumpfspleißschutz 

Description: 
There are two ribbon sleeve styles: dual strength member 
and single strength member. The dual strength member 
design eliminates any undue stress on the ribbon, creating a 
perfectly flat exit for the ribbon.  
Available with a combination of quartz and ceramic strength 
members, three styles give users economical choices. 
Industry standard single strength member sleeves are 
available with quartz or ceramic strength members. 

MP - XX - XX - X 
SC single ceramic rod 40 40 mm L 4/6 fibers 
DC dual ceramic rod M 8/12 fibers 
SQ single quartz rod 
DQ dual quartz rod 
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OFC-04
Termination Kit 

Description: 

The OFC-04 - OPTOKON Fast Cure Termination Kit provides Fast Cure system based on standard 
zirconia ferrule technology with proven rapid cure adhesive. Fast Cure terminations take approximately 
5 minutes or less, yielding low-loss results with lab-tested reliability. Fast Cure is intended for MM 
connector termination. Contained are all the tools necessary to terminate your specified connector in 
the field. 

Features:

� Available in ST, FC, SC and LC connector styles. 
� Complete termination in 5 minutes or less. 
� No cleaving required. 
� Terminates with standard tools. 
� Meets ISO/IEC 11801 and TIA 568A performance 

standards. 
� Boot Options: 

3.0 mm for ST, FC, SC connectors 
1.7 mm for LC connectors  
900 micron diameter fiber  

Performance characteristics: 

� Insertion Loss: 0.2 dB* 
� Durability: 0.1 dB (500 cycles) 
� Temperature Range: 

 Operating:    -20° to 70°C 
    Storage:    -40° to 80°C 

*Typical at 850 nm wavelength using 62.5/125 µm fiber

Included tools: 

� cable stripper  
� fiber stripper  
� crimp tool
� kevlar scissors  
� spirit felt tip pen  
� universal polishing jig 
� microscope 400 x 

2.5 and 1.25 mm adapter 
� polishing rubber pad 
� sapphire scribe 
� visual pen 
� manual

Included material:

� connectors:
      ST-10 pcs, SC-10 pcs, FC-10 pcs, LC-10 pcs 
� adaptors: 

SC-2 pcs, ST- 2 pcs, FC-2 pcs, LC-2 pcs 
� fast cure glue (P-101) 
� syringes 2 ml - 2 pcs, 5 ml - 1 pc 

needle Ø 0.9 mm - 5 pcs 
needle Ø 1.1 mm - 5 pcs 

� polishing films: 1 pc black, 10 pcs 5µ, 10 pcs 
3µ, 10 pcs 1µ  

� bottle with isopropylalcohol 
� bottle with distilled water 
� cleaning tissues KIM WIPES  
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